DVB-C/J83 demodulator (CMS0022)

v0.5.2: December, 2008

· Added IRQ handling and MER reporting to standard testbench. 

v0.5.1: November, 2008
· Added optional equaliser-tap extraction for debug. 

· Added RF-AGC PWM output. 

· Added RF-AGC and IF-AGC software manual control. 

v0.4.8: November, 2008
· Added assume NULL TS packet to post-FEC BER checking. 

v0.4.7: November, 2008
· Added TS output processing included post-FEC BER checking. 

· Documentation updates. 

v0.4.6: October, 2008
· Added smoothed TS output clock. 

v0.4.5: October, 2008
· Added vector-matching component to megacore release. 

v0.4.4: September, 2008
· Allow auto-search disable to be cleared after acquisition rather than through a full software reset. 

v0.4.3: September, 2008
· Software register header file updates. 

· Connected missing interrupt line within megacore wrapper. 

· Added BER measurement window interrupt. 

v0.4.2: August, 2008
· Added general purpose cms0022_config package. 

· Documentation updates. 

v0.4.0: August, 2008
· Improved matched-filtering synthesis and QOR. 

· Added QAM, spectral-inversion and FEC auto-acquisition. 

· Set the TS-packet error flag for uncorrectabe packets. 

· Updated performance information within IP guide. 

v0.3.9: July, 2008
· Added internal BER measurement, and TS output smoothing. 

